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A description is given of a Hartmann-type air-jet noise generator which has been
In this applicn-

SUMMARY

Toped at RAE to aid in the assessment of airframe shielding effects.

tion, in-flight shielding experiments were performed with a slender-delta research air-

'ty the Handley-Page 115, fitted with needle-stabilised generators having 19mm diameter

1y

iriving ot operated from the HP turbine of the aircraft engine. The acoustic power out-

wit ¢f the device was about 1 kW and consisted of a strong fundamental 2.8kHz tone and a

hirher harmonics which were easily discernible above engine noise. Comparative wind-

t nnel -xperiments employed quarter-scale versions built to match the tunnel model and

tieoo cperated at about 11 kHr, the output level being well above tunnel background noise.

J-iibration in an anechoic room showed the output to be steady and nearly omni-directional.

These devices are rugged, efficient, and relatively simple to construct and operate;

Ly provide a compact, well-defined and powerful sound source of reasonable size which

~an be easily scaled acoustically and physically.

okt of a paper prescnted at the Spring Meeting of the Imstitute of Acoustics,
D pedty of Nottingham, March 1976,
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INTRODUCTION

Acoustic shielding by the airframe may enable significant reductions of aircraft
flyover noise to be achieved and various basic studies of shielding effects have been
made at RAE and elsewhere1’2. The principle of the method is to find an optimum position
for the power plant installation relative to major airframe components, particularly the
wings and fuselage, which can result in an appreciable area of acoustic shadow on the
ground beneath the aircraft. Such airframe shielding effects can be studied using various
facilities including static ground-based rigs, wind-tunnels and other forward-speed
racilities, such as linear tracks, whirling arms, high-speed road vehicles, and actual

1ircraft.

Although full-scale research using aircraft in flight seems the obvious choice on
srounds of realism , there are a number of inherent disadvantages which have to be over-
come apart from the basic need for good weather for outdoor noise measurements. These are
that any major structural alterations to an aircraft to achieve a shielded configuration
must receive flight clearance, and the modifications themselves tend to be time-consuming
«nd relatively costly; in all, there is less flexibility in carrying out flight experi-
ments compared to the configuration changes more readily available with ground-based
racilities. Moreover, the design and interpretation of flight experiments to evaluate
chielding effects is complicated by the complex nature of the engine and other aerodynamic
noise sources, and by the fact that the source properties and the propagation of the noise

cun be affected by the forward motion of fhe aircraft and its local flowfield.

As an alternative to flight testing, the use of a ground-based forward-speed facil-
ity may require care to avoid interference from the spurious noise produced by the drive
swsteme  For example, wind-tunnel experiments on shielding effects can be hampered by the
tunnel background noise and there are in this case additional problems of simulating
snrine noise-fields realistically at model scale; it is also necessary to provide an

+nochoic environment in which to conduct the experiment.

One approach, which forms the basis of this Memorandum, is to use a comparatively
simple but powerful auxiliary noise source of known characteristics. This can be used to

:ynthesise that part of the frequency spectrum of interest, and it can also be scaled for

Yoth aerodynamic and acoustic reasons, making possible comparisons between flight and

wind-tunnel experiments.

A description is given of an air-jet noise generator, based on Hartmann's original
ﬁnﬁignj, which has been developed successfully for this purpose. Details of the design
1nd performance of the device, which incorporates a stabilising needle to improve the
operating characteristics, are given in section 2. In section 3 some applications for the

noise sources in-flight and wind-tunnel studies of noise shielding are described,

K DESIGN AND THEORY OF OPERATION

The basic design philosophy for the acoustic air-jet generator has been described
oy Hartmannj. In its simplest form, the generator consists of a supersonic jet which

exhausts into a cavity facing the nozzle., A simplified model for the noise production




{eperds on 1 normal shock-wiave standing some Jdistanee whesd of tne eavity, this iistmn-
bteing determined by the cavity diameter and the air-supply pressure, When the cavity

mouth is positioned to coincide with the periodic structure of the air jet, a systen of

S

powerful oscillations of the shock front is set in motion and a continuous train or hich-

requency waves are emitted. The frequency and the acoustic power of the fener.tor
aepends on the diameter of the nozzle, the ratio between nozzle and cavity dinmeter, the
length of the air gap between cavity and nozzle, and the stagnation pressure of the air
suprly. A particular disadvantage of the device is that very careful adjustment of the
air gap and regulation of the air supply is necessary to maintain oscillation and maximur

sound output.

Savoryl+ found that the stability and output of the basic Hartmann generator couli
e considerably improved when the cavity was mounted on the end of a thin rod which
passed through the jet pipe along its axis. More recently, Brocher et al5 have given
fluid Jdynamical explanation of the operation of a modified Hartmann generator in which -
thin needle is placed axially in the nozzle cavity only. This causes a basic change in
the structure of the flow which is now supersonic into the cavity; their experimental

~esults show that no shock appears in front of the cavity and Mach lines are visible at

vy

the cavity entrance. In this condition the jet is fully swallowed and the oscillations,
associated with the periodic emptying and filling of the cavity, increase to their max-
imum intensity. Spillage from around the cavity entrance is reduced and the most notice-
able featwre, supported by our own experiments, is that the noise source is more stable

wni the acoustic power output increased.

. o . I .
A useful review of acoustic air-jet generators has been given by Brocher : this

includes a discussion of the theory of operation as well as design information.

The two basic features, simplicity and a high acoustic power output, make the
moaified Hartmann senerator 2 particularly useful source for experiments on aircraft
noise,  ihe compractness makes it easy to streamline the unit into an aerodynamic model,
~qusing only 2 small l{isturbance to the outside airflow. A compressed-zir supply is
s lly wvailable for wind-tunnel experiments, and for flight experiments gas may be

tled from the high-pressure stage of the aircraft's jet engine.

both large «nd small versions of the Hartmann noise source have been designed and
manufactured by the RAE at Farnborough. Fig 71 shows the general arrangement of a small-
scale generator for use in wind-tunnel experiments. High-pressure air exhausts into a
cavity whose depth can be ndjusted to set the operating frequency. The distance between
jet and cavity may also be varied and cavities and needles with different diameters are
available. In a calibration experiment in the RAE Anechoic Room, the effects of these
parameters were measured to find the optimum configuration, in this application defined

as the highest sound output at a frequency of about 11 kHz.

Hartmann's theoretical model for the air-jet sound generatorB leads to analytic L

expressions for the power output as a function of input pressure, the frequency as a
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function of cavity depth and the minimum separation between nozzle and cavity for the
source to operate. A comparison is shown in Fig 2a between the calculated and measured
fundamental frequency as a function of the cavity depth for the small-scale, wind-tunnel
noise source. This configuration, whilst not adjusted to the final operating condition,
illustrates that the frequency obtained is close to the theoretical prediction, and that
the noise source can operate over a significant frequency range, from 5.5 kHz to at least
10.0 kﬁ; in this case. In other configurations, the generator can be tuned to 12.5 kHz
tut at fhese higher fundamental frequencies the actual sound output begins to decrease.
Also shown in Fig 2b is the theoretical variation of acoustic power level with the pres-
sure of the air supply, together with the 11.2 kHz operating point as used in the wind-
tunnel experiments. The output is significantly less than predicted and the efficiency,
defined in terms of the power required to maintain the jet, was measured as 0.3%, compared
with a theoretical value of 2.5% wit; an air-supply pressure of 5.5 x 105 N/mz. If the

supply pressure is reduced to 2 x 10 N/ma, as it was for the larger noise sources mounted

on the aircraft, then the theoretical efficiency is doubled to 5%. The theoretical mini-

rmum cavity-to-nozzle separation for this small-scale noise source is 8.5 mm at

N,
< 10

5 ox N/m2 pressure. The noise of the small source, when tuned to a frequency of 8 kHz,
was analysed on a narrow-band heterodyne analyser and the frequency spectrum is shown in
Pig %« The tone is very clearly defined and, together with some higher harmonics, is at
least 20 4B above the level of the background noise of the jet exhausting into the cavity.
The waveform at distances of up to nearly 5 m from the source was sinusoidal and thus

free of distortion caused by non-linear propagation.

The other important practical characteristic of the noise source is its directivity
pattern in both the horizontal and vertical planes. Ideally, the source should be omni-
directional and Fig 4 shows the distribution, measured for the small-scale source in both
planes and for the large-scale aircraft noise source in the horizontal plane. In both
cases the noise sources incorporate an axial stabilising needle, and the sound output is
nuoted as the Sound Pressure Level (SPL) at an arbitrary distance for both the large and
small sources at their operating frequency. For the model source, the total polar varia-
tion is within 5 dB in the horizontal plane and within 8 dB in the vertical plane. 1In
the latter case, the presence of the backplate can in certain directions give rise to
reflection interference and shielding effects which probably explains the low sound level
at the 0° and 180° positions. Also shown is the directivity pattern for the large-scale
noise source on the aircraft, where the total variation in the horizontal plane is about
5 dB. The noise output power of the large-scale source, with a cavity diameter of 25 mm,
a nozzle diameter of 19 mm and a cavity depth of 22 mm, was about 1 kW or about 25 times

more than that of the model source.

In both cases, the modification of Hartmann's original design for an air-jet
generator provides a useful and reasonably omni-directional noise source. The generator
can be tuned over a wide frequency-range, and the tone is relatively pure though with
clearly defined higher harmonics. Moreover, the total sound output is generally more than

sufficient for the source to be detected above any interfering background noise such as
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thet of  wind-tunnel, or =nv the engine noise of a jet aircraft. The rource coun:
enersy cam, in any case, be increased or decreased by 2 simple adjustment of the procoun

of the air supply; this has relatively little effect on the emitted sounus frejuencr.

APYLICATION TO FLIGHI ASD WIND-TUNNEL EXPERIMENTS

03 -

Ihe modified form of iHartmunn noise source incorporating the stabilising needls he

vouna useful application in both full-scale flight experiments and in model-s

+

tunnel tests to assess the potential for reducing aircraft noise by using the airfrooe o
hield the engine noise. Some early flight studies were made using the Handley-FPur-o
~lender-delta resenrch aircraft (Fig 5). Originally built to provide information on o

-
1

tow=spocd handling qualities of slender-winged aircraft, it subsequently lent itsel

o,

to these acoustic studies through having a relatively simple planform shape amentble to
iirfriction caleulations, wnd v large wing area affording a high degree of shieldine.
“ritched Hartmann noise sources were mounted above and below the aircraft wing ani the.
produced tones that were clearly discernible above the noise of the Viper jet engine. =-
the same time, the noise sources provided a simulation of the subjectively important
tiscrete-tone features which characterise some turbo-fan engine noise spectrn. The inst

Tition of the Hartmann source on the engine nacelle above the wing is also shown in Fig 7.

she aireraft flew at nominally constant height over an array of six microphoner

.nii out on  concrete runwny curface at right angles to the flight-path. the Hurtmonn
~airces were tuned to . frejuency of 2.8 kHz and were individually controlled from
sviteh in the cocknit. The aircraft made a series of passes at constant speed, first wi
the upper source operating, then with the lower. The noise signals were recoried on =n -
Zomie magnetic tape and subsegquently processed using a Fourier Analyser. In this =nulyoi
- woh recerded signal was broken down into blocks corresponding to a 0.1 s sample. The
iiottiset dnt were transferred to a disc store and then sequentially analyeed into o
wrrow=band cpectrunm with constant 10 Hz bandwidth for each data block. Each eroctrun

cearched to fina the pesk intensity corresponding to the fundamental of the noise

wroe,  Integration over 50 Ho either side of the peak value then gave a measure of the

st level due to the scurce.

Piym » shows the variation with time of the frequency of the Hartmann source =t two
micrephone pocitionc: one directly under the aircraft (M1) and the other the most offset
U )e Only the upper source iz in operation. The classic Doppler shift of freauency can

coon, The airernft velocity calculated from this Doppler shift is 83.8 m/s, compared
“ivh oo veloeity of 82.3 m/¢ messured by a kinetheodolite system tracking the aircraft.
At the microphone position directly under the flight-path, the tone from the upper source
could be tracked as the aircraft approached and receded but was lost completely for a
reriod of 2 s when the aircraft was overhead. At the offset microphone position the tone
#as tracked throughout the flyv-past. This provides strong evidence that wing or airframe
shielding could be a powerful technique for reduction of aircraft perceived noise espec-

ially for the rather idealised case here of a simple compact noise source situated fairly

close to the shielding surface.

oS
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Following these flight experiments comparative meassurements were made at rodel-sc=le
in the RAE 24ft Acoustic Wind Tunnel Facility and the test installation is illustr-ted in
Fie 7. Although it is relatively difficult to provide a truly anechoic environment in the
teat-section of a wind-tunnel7, data analysis is simplified because the experiment is
static, and the tests can be made in any aircraft attitude. A quarter-scale model was
used nnd, in order to preserve acoustic similarity, the frequency of this model-scale
noise source needed to be four times the value in flight. In fact, the model source wus
tuned to 10 kHz, compared with 2.8 kHz in flight, this being a compromise between maximis-
ins sound output and achieving the correct scaled frequency. Fig 8 shows a frequency
spectrum for the HP 1715 model in the wind-tunnel with the Hartmann source in operation, ut
+ tunnel speed of 3.6 s, compared with the background noise level for the empty tunnel
1t the same speed. Although the model and microphone supports can be seen to cause an
increase in the level of the broad-band background noise, the output of the Hartmann
source, when analysed on a third-octave analyser, is some 40 dB above the tunnel and rig
noise at the operating frequency. This output was sufficient to allow the noise field
under the model to be measured, and hence the degree of shielding within the acoustic
vhadow, formed by the aircraft's wing, to be evaluated. In order to reject unwanted
tunnel background noise, the signal from the traversing microphone (Fig 7) was filtered
with + heterodyne analyser tuned to the source frequency with a 316 Hz bandwidth. Results
from the wind-tunnel were then compared with the flight-test results, in order to assess

the relative merits of full-scale and model-scale experiments1.

In other applications, wind-tunnel experiments have employed Hartmann sources
mounted on models of the BAC 111 and VC10 for investigating the refraction of engine noise
v the vortices produced by the wing and flap system, as well as airframe shielding
effocts: some related RAE work is described in Ref 2. A further flight study using
Hartmann generators mounted on an HS 125 aircraft to provide a more representative swept-
wing layout has also been undertaken by HSA Ltd (now British Aerospace) with Government

fundinge

+ CONCLUDING REMARKS

lioise generators of the Hartmann type, especially those incorporating a stabilising
needle to improve output and steadiness, have found useful application to both flight
and wind-tunnel studies of noise shielding and flow-field refraction effects produced by
1irframe components. They provide a compact, well-defined source of reasonable size which
can be easily scaled acoustically and physically. The high acoustic output has a partic-

ular benefit in overcoming background noise problems.

The devices are rugged, efficient, and relatively simple to construct and operate;

the output frequency may be altered over a wide range by a simple adjustment of the depth
of the resonant cavity, and the output power by adjustment of the air-supply pressure.

lests in an anechoic room have shown the output to be steady and nearly omni-directional.
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